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RESULTS 1,8” THICK SPECIMEN
DEPTHS 0.40” – 0.55”

DEPTHS 0.70” – 0.95”

DEPTHS 1.00” – 1.00”

DEPTHS 0.40” – 0.55”

WIND TURBINE SAMPLES

dolphicam2

dolphitech

ULTRASOUND IMAGING
PLATFORM FOR NDT
MADE IN NORWAY BY

More information or request a demo 

www.dolphitech.com
Everest Polska Sp. z o.o.

ul. Geodetów 176, 05-500 Piaseczno k. Warszawy 
tel. (+48 22) 750 50 83, faks: (+48 22) 750 70 21

email: everestvit@everestvit.pl, www.everestvit.pl
www.endoskopy.pl



RESULTS REF-STD-2-127-173-SNL-1

RESULTS WIND-3-110-SPAR-150

NOTE: DOLPHICAM2 SETUP

Two stitched images merged to one

Two stitched images merged to one

Transducer used: 2.5MHz (Wideband)TRM-BE-2.50MHz
Directly Coupled (No Water box)
GridTool - to stitch images
Digital Low-Pass-Filter (2.0 MHz)
Transducer Pitch 1mm
Time Corrected Gain (For attenuation)

WIND TURBINE 
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